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WALLS/TRIM:
P-1      (GENERAL WALL PAINT) SHERWIN WILLIAMS, SW 6142, MACADAMIA, EGGSHELL FINISH
P-2 (VA STANDARD GENERAL WALL PAINT) SHERWIN WILLIAMS, SW 6108 LATTE, EGGSHELL FINISH
P-3 (VA STANDARD TRIM PAINT) SHERWIN WILLIAMS, SW 6126 NAVAJO WHITE, SEMI-GLOSS FINISH
P-4      (VA STANDARD ACCENT WALL PAINT) SHERWIN WILLIAMS, SW 6423 RYEGRASS, EGGSHELL FINISH
P-5      (VA STANDARD ACCENT WALL PAINT) SHERWIN WILLIAMS, SW 6277 SPECIAL GRAY, EGGHSELL FINISH
P-6      (VA STANDARD ACCENT WALL PAINT) SHERWIN WILLIAMS, SW 7604 SMOKY BLUE, EGGSHELL FINISH
P-7      (VA STANDARD ACCENT WALL PAINT) SHERWIN WILLIAMS, SW 6164 SVELTE SAGE, EGGHSELL FINISH
P-8      (VA STANDARD ACCENT WALL PAINT) SHERWIN WILLIAMS, SW 0009 EASTLAKE GOLD, EGGSHELL FINISH

WT-1 (VA STANDARD  WALL TILE) TBD. VA STANDARD BULLNOSE TRIM TO MATCH. SEE SHEET A9.3 FOR DETAIL
WT-2 (VA STANDARD ACCENT WALL TILE) TBD. SEE SHEET A9.3 FOR DETAIL

BASE:
RB-1 (GENERAL RUBBER BASE TO BE NEW) 4" COVE, JOHNSONITE, #45 SANDALWOOD
RB-2 (GENERAL RUBBER BASE TO MATCH EXISTING VA STANDARD) TBD
RB-3 (VA STANDARD) JOHNSONITE MILLWORK, DIPLOMAT MW-XX-A, #45 SANDALWOOD
TB-1 (VA STANDARD TILE BASE) TBD

FLOORS:
VCT-1 (VA STANDARD VCT TO MATCH EXISTING) ARMSTRONG, IMPERIAL TEXTURE STANDARD EXCELON, COLOR: SANDY

BEACH # 51929
VCT-2 (VA STANDARD VCT TO MATCH EXISTING) ARMSTRONG, IMPERIAL TEXTURE STANDARD EXCELON, COLOR: TBD  ***IF

EXACT MATCH CAN NOT BE PROVIDED, PROPOSED MATCH IS ARMSTRONG, JUBILEE WHITE #52514
VCT-3 (SPECIAL APPLICATION VCT) MANNINGTON, DESIGNER ESSENTIALS, COLOR: TOFFEE # 219
CPT-1 (VA STANDARD CARPET TILE) INTERFACE, STYLE: CUBIC 1380102500, COLOR: OPTIC 4855
T-1 (VA STANDARD PORCELAIN TILE) TBD
LVT-1 (VA STANDARD LUXURY VINYL PLANK) CENTIVA, CP-3214-C, CAMPHOR WOOD
LVT-2 (VA STANDARD LUXURY VINYL TILE) CENTIVA, CS-0557-C, SANTORINI ARGOS, SURFACE: QU, EDGE: SE
LVT-3 (VA STANDARD LUXURY VINYL TILE) CENTIVA, CS-0553-C, SANTORINI TANDEM, SURFACE: QU, EDGE: SE

** LVT-2 / LVT-3 ALTERNATE:
EXISTING FLOORING IN CORRIDOR TO REMAIN. PATCH TO MATCH EXISTING, VCT-1. SEE PLAN FOR 
EXTENTS.  (NEW LVT-1 IN SLEEP LAB CORRIDOR TO REMAIN)

MILLWORK:
PL-1 (SLEEP ROOM CABINET LAMINATE) NEVAMAR, GRAND ISLE MAPLE, W8371

ACOUSTICAL CEILING TILE:
ACT-1 (VA STANDARD CEILING TILE TO MATCH EXISTING), ARMSTRONG, #896 FISSURED, 24" X 24", WHITE

ACT-2 (SLEEP LAB CEILING TILE) ARMSTRONG, # 1920 ULTIMA VECTOR ( 1
4" REVEAL W/ 15

16" VECTOR), 24" X 24", WHITE
ACT-3 (VA STANDARD MOISTURE-RESISTANT CEILING TILE) USG CORP, 24" x 24", #3260 SHEETROCK LAY-IN CEILING PANEL

CLIMAPLUS VINYL, WHITE
ACT-4 (SLEEP ROOM BATH TILE) ARMSTRONG, # 1935 ULTIMA "HEALTH ZONE", SQUARE LAY-I, 24" X 24", WHITE

WALL PROTECTION:
HR-1 (VA STANDARD HANDRAIL) INPRO CORPORATION, MODEL 800, COLOR: 0111 EGGSHELL
WG-1 (VA STANDARD WALL GUARD) INPRO CORPORATION, MODEL 1400, COLOR: 0111 EGGSHELL

***** VERIFY ALL VA STANDARD  FINISHES (NEW AND EXISTING) AND COORDINATE LOCATIONS WITH VA INTERIOR DESIGNER.
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8th FLOOR
FINISH PLAN

MEG

PROVIDE CONTINUOUS HANDRAIL SYSTEM TO MATCH EXISTING BETWEEN
OPENINGS. MAX 6" FROM EACH OPENING, WITH MATCHING END CAPS.

8-4
PROVIDE CONTINUOUS HANDRAIL SYSTEM TO MATCH EXISTING BETWEEN
OPENING AND INTERSECTING WALL. MAX 6" FROM OPENING AND WALL, WITH
MATCHING END CAPS.

8-5
ADJUST EXISTING HANDRAIL SYSTEM TO FIT BETWEEN EXISTING OPENING AND
DOOR IN OPEN POSITION. MAX 6" FROM OPENING AND END OF DOOR LEAF,
WITH MATCHING END CAPS.

8-6 PATCH VCT AT AREA OF WORK INDICATED ON PLAN, VCT-2. ALIGN LIMITS OF
NEW  VCT WITH EXISTING CUBICLE CURTAIN TRACK.

8-7

EXISTING HANDRAIL SYSTEM TO BE RE-USED WHERE SALVAGED, CLEANED,
AND RE-INSTALLED WITHOUT DAMAGE TO FIT BETWEEN OPENINGS, MAX 6"
FROM OPENINGS, AND BETWEEN OPENINGS AND INTERSECTING WALLS, MAX 6"
FROM OPENING AND WALL .  PROVIDE MATCHING END CAPS.

FINISH NOTES

KEY NOTES

1. INSTALL VA STANDARD WALL TILE PATTERN FOR TYPICAL WAINSCOT
CONDITION AT ALL TOILET ROOMS, WHERE WT-1 IS INDICATED FOR WALL
FINISH.

2. CLEAN, SAND SMOOTH, AND PREPARE SURFACES TO RECEIVE NEW
FINISHES.

3. ALL CURRENTLY PAINTED TRIM TO BE PAINTED P-3, UNLESS NOTED
OTHERWISE.

4. EXISTING CARPET TO REMAIN SHALL BE PROFESSIONALLY CLEANED, AND
TREATED FOR STAIN REMOVAL.   ANY GAPS BETWEEN TILES SHALL BE
CORRECTED PRIOR TO CLEANING.  INSURE ALL TILES ARE FIRMLY
ADHERED TO FLOOR SUBSTRATE, AND STILL REMOVABLE.

5. EXISTING HANDRAILS TO REMAIN TO BE THOROUGHLY CLEANED.
6. NEW HANDRAIL SEGMENTS TO MATCH EXISTING PROFILE THIS FLOOR.

COLOR TO MATCH CS ACROVYN # 108 BLACK AND AT HANDRAIL, #033
CHERRY STAIN ON ASH, UNLESS NOTED OTHERWISE.

7. EXISTING, REMOVED HANDRAIL RETAINERS AND COVERS MAY BE REUSED
WHERE NON-SPLICED LENGTHS FIT NEW WALL CONDITIONS, UNITS MUST
BE CLEANED AND UNDAMAGED TO BE RE-USED.

8. WHERE PATCHING OF VCT IS CALLED FOR, REMOVE AND PATCH WHOLE
TILES WHERE POSSIBLE ALIGNED WITH EXISTING VCT LAYOUT.

9. 'HANDRAIL SYSTEM' DENOTES WALL PROTECTION SYSTEM, INCLUSIVE OF
HANDRAIL AND ASSOCIATED BUMPER BELOW WHERE EXISTING.

10. FINISHES  NOTED AS "EXST" ARE TO REMAIN EXISTING. PATCH AND REPAIR
AS NEEDED TO MATCH EXISTING FINISH.

PATCH RUBBER BASE TO MATCH EXISTING WHERE VCT IS REPLACED, RB-2.

FINISH LEGEND P-1
RB-1
EXST

WALLS
BASE
FLOORS

PAINT ANY EXISTING RIGID VINYL WALLCOVERING AND INTEGRAL CORNER
GUARDS TO MATCH GYP BOARD WALLS.  WHERE MATERIAL IS LOOSE, ADHERE
SECURELY TO SUBSTRATE.

8-1

8-2

8-3


